
4"
4' 
- 0

".
4' 
- 0

".

1'-2" DIAMETER
CONCRETE FOOTING
(3" MINIMUM COVER AT
TUBE)

SLOPE TOP OF
FOOTING TO DRAIN

6" DIAMETER
GALVANIZED STEEL
TUBE.  GROUT SOLID
AND PAINT

1/4" GALVANIZED
STEEL PLATE CAP.
WELD TO TUBE
AND GRIND
SMOOTH

PARKING AREA
PAVING OVER
COMPACTED
GRANULAR BASE

CMU - SEE
STRUCTURAL
DRAWINGS
FOR
REINFORCING

CAVITY WALL
INSULATION
(INSUL-3)

DRAINAGE
CAVITY

BRICK
VENEER,
RETURN FACE
BRICK

5/8
"

GALVANIZED ANGLE
2" x 2" x 3/16" x 2'-6"
CAST IN FLUSH WITH
CAST STONE PANEL

CONTINUOUS
SEALANT S-1

FOAM INSULATION
AIR STOP

GALVANIZED BENT
STEEL PLATE 3" x 3/8" x
1'-3 3/4" x FULL HEIGHT
OF OPENING - STUD
ANCHORS AT 2'-0" O.C.
MAXIMUM

NEOPRENE JAMB /
HEAD SEAL

INSULATED UPWARD
ACTING SECTIONAL
STEEL DOOR WITH
MINIMUM 16 GAUGE
GALVANIZED EXTERIOR
AND 24 GAUGE STEEL
BACK COVER

DOOR TRACKS

THROUGH-WALL
FLASHING
MEMBRANE LAPPED
OVER & FULLY
BONDED TO METAL
FLASHING. PROVIDE
WEEPS AT 1'-4" O.C.

CMU LINTEL - SEE
STRUCTURAL
DRAWINGS

TWO-PIECE
PREFINISHED METAL
FLASHING WITH DRIP
EDGE AND END DAMS.
SEE 1 & 2/AS604 FOR
SLIP JOINT AT
CONTROL JOINTS
ABOVE WINDOW
JAMBS AND DOOR
JAMBS

GALVANIZED STEEL
ANGLE LINTEL - SEE
STRUCTURAL
DRAWINGS

FOAM INSULATION

GALVANIZED BENT
STEEL PLATE 3/8" x 3" x
10 3/4" x FULL WIDTH OF
OPENING WITH STUD
ANCHORS AT
2'-0" O.C. MAXIMUM.
WELD TO ANGLE AND
JAMB PLATES

CAVITY DRAINAGE
MATERIAL

PERIMETER
INSULATION AND
WATERPROOFING
SYSTEM

CONCRETE
FOUNDATION

WATERPROOFING
SYSTEM - SEAL ALL
PENETRATIONS
WITH MASTIC

DELIVERY AREA
PAVING OVER
COMPACTED
GRANULAR BASE

CONCRETE KNEE
WALL SIMILAR TO
TYPICAL

CONSTRUCTION
JOINT

PITCH APRON 1/4"
PER FOOT MINIMUM

CAST STONE PANEL
BEYOND WITH EDGE
ANGLE.  CAST IN
FLUSH PER 7/AS602

BENT STEEL PLATE

7 5/8" 8 3/8"

CONSTRUCTION
JOINT

BOTTOM SEAL

COMPRESSIBLE
JOINT FILLER

VA
RI
ES

SEALANT

3/8" - 1/2"
CONTINUOUS
VERTICAL OPEN
JOINT.  SEE
ELEVATIONS
FOR
LOCATIONS NOTE: SEE

STRUCTURAL
DRAWINGS FOR CMU
CONTROL JOINTS
AND LOCATIONS

CMU

CAVITY WALL
INSULATION (INSUL-3)

DRAINAGE CAVITY

BRICK VENEERNOTE:  DETAIL
SIMILAR AT CAST
STONE PANELS
BELOW AND BELT
COURSE ABOVE

5" CAST STONE
PANEL BELOW

COMPRESSIBLE
JOINT FILLERSEALANT S-6

3/8" - 1/2"
CONTINUOUS
VERTICAL
OPEN JOINT -
SEE
ELEVATIONS
FOR
LOCATIONS

NOTE: SEE
STRUCTURAL
DRAWINGS FOR CMU
CONTROL JOINTS
AND LOCATIONS

CMU

CAVITY WALL
INSULATION (INSUL-3)

DRAINAGE CAVITY

5" CAST STONE PANEL
(BELOW WINDOW)
DETAIL SIMILAR AT
BELT COURSE ABOVE

NOTE:  DETAIL
SIMILAR AT BELT
COURSE ABOVE
WINDOW

COMPRESSIBLE
JOINT FILLER

SEALANT S-6

3/8" - 1/2"
CONTINUOUS
VERTICAL
OPEN JOINT -
SEE
ELEVATIONS
FOR
LOCATIONS

CMU

CAVITY WALL
INSULATION (INSUL-3)

DRAINAGE CAVITY

BRICK VENEER - PROVIDE
ADJUSTABLE TIES EACH
SIDE OF JOINT

NOTE: SEE
STRUCTURAL
DRAWINGS FOR CMU
CONTROL JOINTS
AND LOCATIONS

SEALANT S-6

3/8" - 1/2"
CONTINUOUS
VERTICAL
MORTAR JOINT -
RAKE BACK 3/4"
TO
ACCOMMODATE
SEALANT AND
BACKER ROD

CMU

CAVITY WALL
INSULATION (INSUL-3)

DRAINAGE CAVITY

BRICK VENEER - PROVIDE
ADJUSTABLE TIES EACH
SIDE OF JOINT IF
CONTROL JOINT DETAIL
IS USED INSTEAD

F

05

3/8" CONTROL
JOINT SIMILAR
TO 3/AS602

CONCRETE
COLUMN - SEE
STRUCTURAL

5" CAST STONE
PANEL BELOW

NOTE:  SEE 1/AS602
FOR NOTES

PROVIDE
CONTROL JOINT
AT INSIDE
CORNER

1' 
- 3
"

8"

11" 4"

1A3.1

F2.1

F
2.

1

H0

F2

1M
8

NEW DOOR
AND FRAME

4"

01

E

F2.1

F2.1

F2.1

F
2.

1

F
2.

1

4"

4"

3/8" CONTROL JOINT
SIMILAR TO 3/AS602
WHERE NOTED ON
ELEVATIONS AS 'CJ'

SEALANT

01

DOUBLE LAYER 3/4"
EXTERIOR GRADE
CDX PLYWOOD OR
TREATED 2 x
BLOCKING - ANCHOR
TO BOND BEAM.
PROVIDE 3/8" CDX
PLYWOOD AT
WINDOW HEAD

5" CAST STONE BASE

FOAMED INSULATION - AIR
STOP - 6" MIN

EXTRUDED ALUMINUM SILL
WITH CONTINUOUS KEEPER
SET IN BED OF SEALANT S-1

ANODIZED ALUMINUM THERMAL
BREAK WINDOW SYSTEM WITH
INSULATING GLASS AND
SIMULATED DIVIDED LIGHT
GRIDS

ANODIZED ALUMINUM
THERMAL BREAK MUNTIN
WITH OFFSET INSULATING
GLASS

NOTE:  THIS DETAIL
OCCURS AT SEMI-PRIVATE
AND PATIENT ROOMS,
GROUP THERAPY AND
QUIET ROOM

TAPED-IN
METAL CORNER

3/4" EXTERIOR GRADE
CDX PLYWOOD
ANCHOR TO BOND
BEAM. PROVIDE
CONTINUOUS 3/8" CDX
PLYWOOD AT
INTERIOR SECURITY
WINDOW SUBFRAME

SEALANT AND BACKER

THROUGH-WALL FLASHING
MEMBRANE LAPPED OVER &
FULLY BONDED TO METAL
FLASHING.  PROVIDE WEEPS
AT 1'-4" O.C.

TWO-PIECE PREFINISHED
METAL FLASHING WITH DRIP
EDGE AND END DAMS.  SEE
1 & 2/AS604 FOR SLIP JOINT
AT CONTROL JOINTS ABOVE
WINDOW JAMBS AND DOOR
JAMBS

FOAM INSULATION

DOUBLE HEIGHT FACE
BRICK SOLDIER COURSES
ABOVE WINDOW

CAST STONE BELT
COURSE

NOTE:  HEAD DETAIL AT
OTHER ROOMS SIMILAR -
NO SECURITY PANEL AND
MANUAL BLINDS.  VERIFY
WALL FURRING TYPE AND
CEILING TYPE WITH PLANS

CAVITY DRAINAGE MATERIAL

5/8"

GALVANIZED STEEL
ANGLE LINTEL - SEE
STRUCTURAL DRAWINGS

3"

CMU LINTEL - SEE
STRUCTURAL
DRAWINGS

SEALANT AND BACKER

1/2" SOLID SURFACE
STOOL WITH RADIUS
EDGE - SEALANT AND
BACKER AT JAMB ENDS

RAKE GROUT 3/4" AND
ADD BACKER ROD AND
SEALANT S-1

RETURN AIR BARRIER
AT CMU ALL OPENINGS

SELF-ADHERING MEMBRANE
FLASHING TRANSISTION
STRIP.  TIE INTO WINDOW
FRAME - FIELD VERIFY
PLACEMENT.  3" MIN
OVERLAP AT MEMBRANE
JOINTS.  SEAL ALL
PENETRATIONS.

RETURN AIR
BARRIER AT CMU
ALL OPENINGS

INTERIOR SECURITY
WINDOW - OMIT AT
SIMILAR CONDITION

J-BEAD, SEALANT AND
BACKER

AS604
6

AS604
5

CMU - SEE
STRUCTURAL
DRAWINGS
FOR
REINFORCING

CAVITY WALL
INSULATION
(INSUL-3)

DRAINAGE
CAVITY

BRICK VENEER
RETURN FACE
BRICK

FOAM INSULATION
AIR STOP

3"

DOUBLE STUD AT
OPENINGS

SEALANT S-1 &
BACKER

J-BEAD AND SEALANT

TAPED-IN METAL CORNER

NOTE:  THIS DETAIL
OCCURS AT SEMI-PRIVATE
AND PATIENT ROOMS,
GROUP THERAPY AND
QUIET ROOM

RETURN AIR BARRIER AT
CMU ALL OPENINGS

3/8" CDX BLOCKING -
INTERRUPT AT ANCHOR
CLIPS AS REQ'D

TREATED 1x3 BLOCKING
AT SECURITY WINDOW
SUBFRAME.  ANCHOR TO
CMU; INTERRUPT AT
ANCHOR CLIP

SELF-ADHERING MEMBRANE
FLASHING TRANSITION STRIP.
TIE INTO WINDOW FRAME -
FIELD VERIFY PLACEMENT.  3"
MIN OVERLAP AT MEMBRANE
JOINTS.  SEAL AT
PENETRATIONS.

ANODIZED ALUM. THERMAL BREAK
WINDOW SYSTEM W/ INSULATED
GLASS. PROVIDE JAMB ANCHOR CLIPS
TO CMU (SIZE AND SPACING AS REQ'D)

3/4"

AS604
7

INTERIOR SECURITY
WINDOW

C

DOUBLE LAYER
3/4" EXTERIOR
GRADE CDX
PLYWOOD OR
TREATED 2 x
BLOCKING -
ANCHOR TO BOND
BEAM

5" CAST STONE BASE

FOAMED INSULATION
- AIR STOP 6" MIN.

EXTRUDED ALUMINUM
SILL WITH
CONTINUOUS KEEPER
SET IN BED OF
SEALANT S-1

ANODIZED ALUMINUM
THERMAL BREAK WINDOW
SYSTEM WITH INSULATING
GLASS AND SIMULATED
DIVIDED LIGHT GRIDS

ANODIZED ALUMINUM
THERMAL BREAK
MUNTIN WITH OFFSET
INSULATING GLASS

SEALANT
AND
BACKER

1/2" SOLID
SURFACE STOOL
WITH RADIUS EDGE
- SEALANT AND
BACKER JAMB
ENDS

NOTE:  THIS DETAIL
OCCURS IN ROOMS
100, 101, 102, 114,
146-2, 152, 164, 166
AND 168

RETURN AIR
BARRIER AT CMU
ALL OPENINGS

SELF-ADHERING
MEMBRANE FLASHING
TRANSISTION STRIP.  TIE
INTO WINDOW FRAME -
FIELD VERIFY PLACEMENT.
3" MIN OVERLAP AT
MEMBRANE JOINTS. SEAL
ALL PENETRATIONS.

CMU - SEE
STRUCTURAL
DRAWINGS
FOR
REINFORCING

CAVITY WALL
INSULATION
(INSUL-3)

DRAINAGE
CAVITY

BRICK
VENEER,
RETURN FACE
BRICK

FOAM INSULATION
AIR STOP

DOUBLE STUD
AT OPENINGS

SEALANT S-1 AND
BACKER

J-BEAD AND
SEALANT

TAPED-IN
METAL CORNER

3"
6"

VERIFY WALL
FURRING TYPE AS
KEYED ON PLAN

RETURN AIR
BARRIER AT CMU
ALL OPENINGS

ALUMINUM FRAME -
PROVIDE EXPANSION
ANCHORS INTO FACE
BRICK JOINTS AS
REQ'D

SELF-ADHERING
MEMBRANE
FLASHING
TRANSITION STRIP.
TIE INTO DOOR
FRAME - FIELD
VERIFY
PLACEMENTS. 3"
MIN. OVERLAP AT
MEMBRANE JOINTS.
SEAL ALL
PENETRATIONS

PERIMETER INSULATION
AND WATERPROOFING
SYSTEM

CONCRETE FOUNDATION

FORMED
VOID

CONCRETE STOOP SLAB -
BROOM FINISH - SEE
STRUCTURAL DRAWINGS.
PITCH 1/4" PER 1'-0" AWAY
FROM BUILDING

ALUMINUM OR HOLLOW
METAL DOOR WITH
BOTTOM SWEEP

ALUMINUM
THRESHOLD SET IN
SEALANT S-1

CAST STONE PANEL
BEYOND

10 5/8" 2" 3 3/8"

2" RIGID INSULATION

1/4
"

1/2
"

NOTE:  THRESHOLD
DETAIL SIMILAR AT EAST
ALUMINUM DOOR AND
SOUTH HOLLOW METAL
DOORS

NOTE:  SEE
DETAILS 14/AS602
AND 18/AS602 FOR
SIMILAR NOTES

6" 3"

5/8".

ANODIZED
ALUMINUM FRAME

J-BEAD AND
SEALANT

RETURN AIR
BARRIER AT CMU
ALL OPENINGS

NOTE:  SEE
DETAILS 14/AS602
AND 18/AS602 FOR
SIMILAR NOTES

6 3/4" 3"

5/8".
SEALANT

GALVANIZED HOLLOW
METAL FRAME - FILL
WITH GROUT PROVIDE
16 GAUGE GALVANIZED
DRIP CAP

PLYWOOD, J-BEAD
AND SEALANT DOOR
156A ONLY -
SEALANT ONLY AT
FRAME 113B

TAPED-IN METAL
CORNER (DOOR 156A
ONLY)

RETURN AIR BARRIER
AT CMU ALL
OPENINGS - TYPICAL,
EXCEPT DOOR 113B

NOTE:  NO GYPSUM BOARD IN ROOM 113

RETURN FACE BRICK
TO PROVIDE FOR
FRAME ANCHORAGE

DOUBLE STUDS
(DOOR 128-1B
ONLY)

SEALANT S-1 AND
BACKER

J-BEAD AND
SEALANT (DOOR
128-1B ONLY -
SEALANT ONLY
AT FRAME 113B)

TAPED-IN METAL
CORNER (DOOR
128-1B ONLY)

3"
6 3

/4"

FOAM
INSULATION
AIR STOP

NOTE:  NO INTERIOR
FURRING AT DOOR 113B

GALVANIZED HOLLOW
METAL FRAME WITH
MASONRY ANCHORS -
GROUT FRAME FULL

SEE
STRUCTURAL
DRAWINGS
FOR
REINFORCING

RETURN AIR
BARRIER AT
CMU ALL
OPENINGS

SEALANT S-6 AND
COMPRESSIBLE
JOINT FILLER

NEW FACE BRICK
WITH ADJUSTABLE
TIES

VERIFY EQ. EACH SIDE
8" +/- 1' - 3". 3/8"3 1/8"

3/4
"

2 4

CONNECTION LINK
WALL NEW
CONSTRUCTION

TAPED-IN
CONTROL JOINT
AT BUILDING LINE

NEW 2"
INSULATION

TAPED-IN METAL
CORNER

CMU - END BLOCK

NEW 7/8" HAT
CHANNELS, GYPSUM
BOARD AND FINISH TO
MATCH EXISTING

NEW CMU ABOVE REMAINING
BULKHEAD BELOW (REMOVE SILL
CONSTRUCTION AND PLYWOOD)

EXISTING
CONSTRUCTION -
FIELD VERIFY

EXIST. NEW

REMOVE
EXISTING
GYPSUM
BOARD

STOP CAST STONE
PANEL 3/4" FROM
EXISTING BUILDING

SEE NOTES
21/AS602

AIR BARRIER

CONTINUOUS 3/8"x8"
GALVANIZED STEEL
PLATE BOTH SIDES
OF WALL, BOLT TO
CMU NORTH OF
JOINT ONLY W/ CSK,
GALVANIZED
FLATHEAD MACHINE
BOLTS W/
EXPANSION SHIELDS
AT 2'-0" O.C.

GROUT CORES
SOLID

COMPRESSIBLE
JOINT FILLER

LINE OF EXISTING
PRECAST BAND -
SAWCUT AS
REQUIRED TO
ACCOMMODATE
MOVEMENT

CONTINUOUS
GALVANIZED ANGLE 3-
1/2" x 3-1/2" x 3/8" BOTH
SIDES OF WALL BOLT
TO EXISTING WALL
ONLY WITH COUNTER
SUNK FLAT HEAD
GALVANIZED
MACHINE SCREWS
WITH EXPANSION
SHIELDS AT 2'-0" O.C.
MAXIMUM.  STOP
ROOMSIDE ANGLE
ABOVE CEILING.

SEALANT AND
BACKER

EXISTING
CONSTRUCTION -
FIELD VERIFY

3/4
" TAPED-IN METAL

CORNER

SEALANT S-6 AND
COMPRESSIBLE
JOINT FILLER

AIR BARRIER 3/8" 3 1/8"

GROUT CORE SOLID

COMPRESSIBLE
JOINT FILLER

6" PREFINISHED ALUMINUM
LOUVER WITH BIRD
SCREEN.  PROVIDE
ANCHORS AS REQUIRED.
EXTERIOR OF LOUVER TO
BE FLUSH WITH FACE OF
BRICK.

BACKER ROD AND
SEALANT BOTH SIDES

RETURN FACE BRICK FOR
ANCHORAGE OF LOUVER

FOAM INSULATION

PREFINISHED METAL
CLOSURE / DUST COVER
WITH HEMMED EDGES  -
ANCHOR TO CMU AND
LOUVER FRAME

CMU - SEE STRUCTURAL
FOR REINFORCING

SEALANT AND BACKER

SEALANT

PREFINISHED METAL
FLASHING WITH
HEMMED EDGE

2" RIGID INSULATION
(INSUL 4)

6" PREFINISHED ALUMINUM
LOUVER WITH BLANK-OFF
PANEL BELOW CMU - PROVIDE
4" WIDE EXPOSED
INTERMEDIATE MULLIONS AS
SHOWN ON LOUVER TYPES -
SEE SHEET AS301

6" PREFINISHED
ALUMINUM LOUVER
WITH 50% FREE AIR
AND BIRD SCREEN

BACKER ROD AND
SEALANT BOTH
SIDES

PREFINISHED METAL
CLOSURE / DUST
COVER WITH
HEMMED EDGES.
ANCHOR TO CMU
AND BACK OF
LOUVER BLANK-OFF

BOND BEAM -
SEE
STRUCTURAL
DRAWINGS

7 5/8" 2 3/8" 6"

SEE LOUVER TYPES ON
AS301 FOR HEIGHT

TOP OF CMU

RAKE GROUT 3/4"
AND ADD BACKER
ROD AND SEALANT

PROVIDE LIPPED BOTTOM
EDGE AT CAST STONE

PREFINISHED METAL
FLASHING WITH DRIP
EDGE

THROUGH-WALL
FLASHING MEMBRANE -
PROVIDE WEEPS AT 1'-
4" O.C.

PRECAST
CONCRETE BEAM
WITH CAST-IN
ANGLE - SEE
STRUCTURAL
DRAWINGS

WELD

DOUBLE LAYER 3/4"
EXTERIOR GRADE
CDX PLYWOOD OR
TREATED 2 x
BLOCKING -
ANCHOR TO BOND
BEAM

4" NOMINAL FACE BRICK

FOAMED INSULATION
- AIR STOP 6" MIN.

EXTRUDED ALUMINUM
SILL WITH CONTINUOUS
KEEPER SET IN BED OF
SEALANT S-1

ANODIZED ALUMINUM
THERMAL BREAK WINDOW
SYSTEM WITH INSULATING
GLASS AND SIMULATED
DIVIDED LIGHT GRIDS

ANODIZED ALUMINUM
THERMAL BREAK
MUNTIN WITH OFFSET
INSULATING GLASSSEALANT

AND
BACKER

1/2" SOLID
SURFACE STOOL
WITH RADIUS EDGE
- SEALANT AND
BACKER JAMB
ENDS

RETURN AIR
BARRIER AT CMU
ALL OPENINGS

SELF-ADHERING
MEMBRANE FLASHING
TRANSISTION STRIP.  TIE
INTO WINDOW FRAME -
FIELD VERIFY PLACEMENT.
3" MIN OVERLAP AT
MEMBRANE JOINTS. SEAL
ALL PENETRATIONS.

CMU - SEE
STRUCTURAL
DRAWINGS
FOR
REINFORCING

CAVITY WALL
INSULATION
(INSUL-3)

DRAINAGE
CAVITY

BRICK VENEER
RETURN FACE
BRICK

FOAM INSULATION
AIR STOP 3"

DOUBLE STUD AT
OPENINGS

SEALANT S-1 &
BACKER

J-BEAD AND SEALANT

TAPED-IN METAL
CORNER

RETURN AIR BARRIER AT
CMU ALL OPENINGS

3/8" CDX BLOCKING -
INTERRUPT AT ANCHOR
CLIPS AS REQ'D

SELF-ADHERING MEMBRANE
FLASHING TRANSITION
STRIP.  TIE INTO WINDOW
FRAME - FIELD VERIFY
PLACEMENT.  3" MIN
OVERLAP AT MEMBRANE
JOINTS.  SEAL AT
PENETRATIONS.

ANODIZED ALUM.
THERMAL BREAK
WINDOW SYSTEM W/
INSULATED GLASS.
PROVIDE JAMB ANCHOR
CLIPS TO CMU (SIZE AND
SPACING AS REQ'D)

3/4"

EXISTING
FOUNDATION AND
INSULATION

EXISTING
PRECAST DECK
AND TOPPING

COMPACTED
GRANULAR FILL

MOISTURE
RETARDER

RAMP LANDING
SLAB ON GRADE

NEW FLOORING

CONSTRUCTION
JOINT - REFER TO
STRUCTURAL
DRAWINGSNEW

CONCRETE
INFILL

SEE FINISH PLAN
FOR NEW
FLOORING
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AS602

LONG TERM / INTERMEDIATE PSYCHIATRIC
UNIT

12/
16/

201
1

 3/4" = 1'-0"
BOLLARD

23

 1 1/2" = 1'-0"
OVERHEAD DOOR JAMB DETAIL

7

 1 1/2" = 1'-0"

OVERHEAD DOOR, THRESHOLD AND
HEAD DETAIL

14

0'
S

C
A

LE
 : 

3/
4"

 =
 1

'-0
"

16
"

8"
16

"
32

"

 3/4" = 1'-0"

TYPICAL VERTICAL CONTROL JOINT (CJ)
AT EXTERIOR WALL CORNERS

1  3/4" = 1'-0"

TYPICAL VERTICAL CONTROL JOINT (CJ)
IN CAST STONE PANELS BELOW
WINDOWS

2  3/4" = 1'-0"

TYPICAL VERTICAL CONTROL JOINT (CJ)
IN EXTERIOR WALLS AT BRICK VENEER

3  3/4" = 1'-0"

TYPICAL VERTICAL AESTHETIC JOINT
(AJ) IN EXTERIOR WALLS AT BRICK
VENEER

4  3/4" = 1'-0"

CONTROL JOINT AND COLUMN DETAIL
AT EXTERIOR WALL

5  3/4" = 1'-0"

CONTROL JOINT AND COLUMN DETAIL
AT EXTERIOR WALL RETURNS

6

 1 1/2" = 1'-0"

WINDOW HEAD AND SILL AT PATIENT
AREAS

18

 1 1/2" = 1'-0"
WINDOW JAMB AT PATIENT AREAS

10

 1 1/2" = 1'-0"
WINDOW SILL AT NON-PATIENT AREAS

19

 1 1/2" = 1'-0"
JAMB AT ALUMINUM DOORS

8

 1 1/2" = 1'-0"
TYPICAL THRESHOLD AT DOORS

13

 1 1/2" = 1'-0"
HEAD AT ALUMINUM DOORS

15  1 1/2" = 1'-0"
HEAD AT HOLLOW METAL DOORS

16

 1 1/2" = 1'-0"
JAMB AT HOLLOW METAL DOORS

9

 1 1/2" = 1'-0"

CONNECTION LINK WALL AT BUILDING
#111 EXISTING OPENING

20  1 1/2" = 1'-0"

CONNECTION LINK WALL AT BUILDING
#111 ABOVE EXISTING OPENING

21

 1 1/2" = 1'-0"
JAMB DETAIL AT MECH. RM LOUVERS

17

 1 1/2" = 1'-0"

VERTICAL SECTION DETAILS AT MECH.
RM. LOUVERS

22  1 1/2" = 1'-0"
WINDOW SILL AT CONNECTION LINK

24

 1 1/2" = 1'-0"
WINDOW JAMB AT NON-PATIENT AREAS

11

 1 1/2" = 1'-0"

CONNECTION LINK FLOOR AT BUILDING
#111

21B

12/AS602

NOT USED
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